
SPECIFICATION DATA SHEET

FAST-FOLD® Deluxe
SUGGESTED SPECIFICATIONS

Portable and folding projection screen.  To have fl exible projection screen surface, fl ame retardant and mildew re-
sistant. Projection screen surface will have reinforced black binding on all four sides and will attach to front of frame 
with metal snaps. Frame to consist of lightweight, folding 32 mm square hard alloy aluminum tubing, clear etched 
and anodized to be brushed and burr free. Frame sections are joined with snap latch to allow for easy folding. All 
steel hardware is plated. Inverted “T” legs support the screen and allow height adjustments up or down in 15 cm 
increments. The lowest position of the frame is 5 cm from the fl oor. Includes wheeled polyethylene carrying case. 
Polyethylene carrying cases meet or exceed Air Transport Association (ATA) Specifi cation 300 standards. All surfaces 
up to 488 cm high will be seamless.

SCREEN SURFACES

Matte White; Gain 1.0, viewing angle 120º, Flame retardant, max. heigth 366 cm, max. width 427 cm
Da-Tex®; Gain 1.3, viewing angle 60º, Flame retardant, max. heigth 366 cm, max. width 427 cm
Dual Vision; Gain 0.9, viewing angle 130º, Flame retardant, max. heigth 366 cm, max. width 427 cm
Ultra Wide Angle; Gain 0.7, viewing angle 160º, Flame retardant, max. heigth 366 cm, max. width 427 cm
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CUSTOM SOLUTIONS 
Give exact the sizes of the projection screen you need:
Viewing size: _________ Heigth (cm.) x _________ width (cm.)   Surface: _______________________________

       
      
Remarks: ___________________________________________________________________________________

www.projectascreens.com/screendesigner

DIMENSIONS (SELECT ONE OF OUR STANDARD SIZES AND ENTER THE REQUIRED QUANTITY)
Aspect 
Ratio

Overall 
Dimensions

Viewing 
Area

Nominal 
Diagonal

Weight Min. 
Height

Max. 
height

Number 
of cases

Surfaces

h x w cm h x w cm cm inches in kg cm cm Matte 
White

Da-Tex® Dual 
Vision

Ultra Wide 
Angle

4:3

160 x 213 150 x 203 254 100 35 165 295 1

183 x 244 173 x 234 305 120 35 188 316 1

228 x 305 218 x 295 381 150 39 233 363 1

274 x 366 264 x 356 457 180 42 279 409 1

320 x 427 310 x 417 508 200 48 325 500 1

16:9

142 x 244 132 x 234 269 106 35 147 277 1

157 x 274 147 x 264 302 119 36 162 272 1

175 x 305 165 x 295 338 133 39 180 310 1

211 x 366 201 x 355 404 159 41 216 346 1

244 x 427 234 x 417 478 188 43 259 389 1

16:10

157 x 244 147 x 234 296 117 35 162 292 1

174 x 274 164 x 264 330 130 36 179 309 1

196 x 305 186 x 295 370 146 39 201 331 1

234 x 366 224 x 356 442 173 41 239 369 1

1:1

213 x 213 203 x 203 38 218 348 1

244 x 244 234 x 234 35 249 379 1

274 x 274 264 x 264 36 279 409 1

305 x 305 295 x 295 42 310 485 1

366 x 366 356 x 356 49 371 546 1

3:2 213 x 320 203 x 310 38 218 348 1

SEPERATE SCREEN SURFACES

Seperate screen surfaces are available in all sizes and will be delivered in a leather bag.



DIMENSIONS

ACCESSORIES

Project:                

Architect:
Phone:
Contractor:
Phone:
Supervisor:
Phone:
Supplier:
Date:
Revised:

_________________________
_________________________
_________________________
_________________________
_________________________
_________________________
_________________________
_________________________
_________________________
_________________________

Specifi cations subject to change.

□ Fill Strips
□ Fill Strip Clamps
□ Add On A-Braces
□ Hook Clamp
□ Straight Screen Joining Clamp

DRAPERY OPTIONS

□ Drapery Presentation Kit
□ Skirt Drapery
□ Adjustable Skirt Bar
□ Masking Panels

OPTIONAL

□ Black anodized frame.

□ Hinged Screen Joining Clamp
□ Speedy Crank
□ Green Jumbo Laser Pointer
□ Heavy Duty Fast-Fold® Repair Kit

150,5 cm

WING BAR VALANCE BAR

VALANCE

WING BAR

SKIRT

WINGWING

ADJUSTABLE
SKIRT BAR

36 cm 81 cm

114 cm


